INSURV
RSL /PYRO LOCKER
CHECK LIST
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#

1. WAS EXTERIOR CLEAN AND CORROSION FREE?
REF: NSTM CHAP 700-5

2. WERE DOGS IN PLACE AND OPERABLE?
REF: MIP/MRC 7631/010,

3. WERE GENERAL SAFETY PRECAUTIONS POSTED?
REF: NAVSEA OP 4, CHAP 5

4. IF CIWS RSL, WERE DU HANDLING AND RADIATION HAZARD PLACARDS

PRESENT?
REF: NAVSEA OP 4, CHAP 3

5. WERE SUNSHIELDS ATTACHED/WHITE/IN GOOD CONDITION?
REF: NAVSEA OP 4, CHAP 5; NSTM CHAP 700-5

6. WERE PEENED HINGE PINS OR HINGE SECURITY BRACKETS
INSTALLED? REF: NAVSEA OP 4, CHAP 5

7. WAS THERMOMETER COVER INSTALLED & REMOVABLE?
REF: NAVSEA OP 4, CHAP 5; NAVSEA DWG 804-360106

8. WAS BIMETALLIC THERMOMETER INSTALLED AND CALIBRATED?
REF: NAVSEA OP 4, CHAP 5

9. WERE FOUNDATION BOLTS INSTALLED/TIGHT?
REF: NSTM CHAP 700-5

10. WAS THE DRAIN PLUG INSTALLED/HAND TIGHT?
REF: MIP/MRC 7631/010

11. WAS A HIGH SECURITY LOCK INSTALLED?
REF. NSTM CHAP 700-5

12. DID LOCKER DOOR SUPPORT ARMS FUNCTION?
REF NAVSEA OP 4, CHAP 5

13. WAS GASKET CLEAN/LUBED/SERVICEABLE

REF: MIP/MRC 7631/008, 7631/009, 7631/010, 7631/011; NSTM CHAP 700-5

14. WAS DOORI/LID KNIFE EDGE STRAIGHT/RUST FREE?
REF: MIP/MRC 7631/008, 7631/009, 7631/010, 7631/011

15. WAS THE INTERIOR CLEAN/DRY/CORROSION FREE?
REF: NSTM CHAP 700-5

16. WAS TEMP CARD INSTALLED?
REF: NAVSEA OP 4, CHAP 3

17. WERE SHELVES/INSERTS/BRACKETS INSTALLED, IF APP?
REF: NSTM CHAP 700-5

18. DID JETTISON DEVICE FUNCTION AND HAVE A LOCKING DEVICE?
REF: NAVSEA OP 4, CHAP 5; NSTM 700-5; MIP/MRC 7631/008

19. DID AMMUNITION CANS HAVE TRACEABLE SECURITY SEALS?
REF: OP 4, CHAP 4; P-807, CHAP 2
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